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An experimental and Finite Element study was performed on the bending behaviour of wood beams of
the Pinus Pinaster species repaired with adhesively-bonded carbon–epoxy patches, after sustaining dam-
age by cross-grain failure. This damage is characterized by crack growth at a small angle to the beams
longitudinal axis, due to misalignment between the wood ﬁbres and the beam axis. Cross-grain failure
can occur in large-scale in a wood member when trees that have grown spirally or with a pronounced
taper are cut for lumber. Three patch lengths were tested. The simulations include the possibility of cohe-
sive fracture of the adhesive layer, failure within the wood beam in two propagation planes and patch
interlaminar failure, by the use of cohesive zone modelling. The respective cohesive properties were esti-
mated either by an inverse method or from the literature. The comparison with the tests allowed the val-
idation of the proposed methodology, opening a good perspective for the reduction of costs in the design
stages of these repairs due to extensive experimentation.Keywords:
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1. IntroductionWood is amongst the oldest construction materials in the world tive, marine and military industries (Carbon–Fibre Reinforced Plas-and has been widely used to build large-scale structures like tics; CFRP), and in house-hold and leisure appliances (Glass-Fibre 
Reinforced Plastics; GFRP), are gaining acceptance for structural bridges, railroad infrastructures, lightweight warehouses and resi-
dential buildings [1,2]. This natural and renewable material is 
characterized by high strengths under parallel to grain tension 
and compressive loads, which are nearly unique as speciﬁc proper-
ties (i.e., divided by its weight). Moreover, it performs well under 
the inﬂuence of wind and especially earthquake loads, due to the 
low stiffness of wood, especially in the direction perpendicular to 
ﬁbres, providing a redistribution of loads in the structure [3–7]. 
However, without proper maintenance, wood deteriorates due to 
fungi and insects, and swelling and shrinkage caused by variations 
on ambient humidity. Poor initial design or construction, or short 
duration episodes such as overloads and earthquakes, can also be 
pointed out as origins of damage [8]. Some studies were published 
in the last decades about the reinforcement [9] and repair [2,6] of 
wood structures with aluminium/steel and composites. In recent 
years, composite materials, which are already extensively used in 
several high performance applications in the aerospace, automo-strengthening and repair. In fact, composites offer a set of beneﬁts 
over conventional engineering materials, such as higher strength 
and lighter weight than conventional materials, availability in the 
form of thin pultruded elements of different shapes (e.g. Sika Car-
boDur strips) with continuously decreasing costs, corrosion resis-
tance and ﬂexibility. Transversely to these issues, wood is 
tolerant to large strains before failure, necessary to develop the 
characteristic high strength of composite materials [9]. The study 
of wood structures reinforced with composites dates back to the 
1980s and has been under research since then [5,10–15]. The work 
of Borri et al. [5] is a comprehensive experimental and numerical 
study on the reinforcement of wood beams with unidirectional 
CFRP laminates and pultruded bars. The four-point bending 
(4 PB) test was used to evaluate the effectiveness of the proposed 
methods. Reinforcing with CFRP sheets in the tension face signiﬁ-
cantly increased the bending characteristics of the beams (three 
sheets of CFRP resulted on a 60% increase of the ﬂexural strength). 
Results were not so impressive with CFRP bars, with the sole 
advantage of this technique being related to its aesthetics, since 
the bars are not visible. Regardless of the reinforcement method, 
failure always occurred within the wood beams, with an adhesion 
failure between the reinforcement and the wood taking place only 
afterwards. Oppositely to the reinforcement studies, not many
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Fig. 1. The trapezoidal softening law for pure-mode and mixed-mode.works were carried out in recent years on the repair of wood struc-
tures with composites, and the ones available are limited to exper-
imental analyses. Moreover, most of the proposed techniques are
not speciﬁcally suited to in situ application and require the dam-
aged members dismantlement, making them less appealing [2].
On the other hand, it is unrealistic to apply available empirical re-
sults for the repair of timber structures, since much of the research
is based upon timber reinforcement rather than repair [16,17]. The
available techniques involve adding a bolted or fastened member
in parallel, stitch bolting, inserting steel or ﬁbreglass dowels, epoxy
ﬁlling approaches, bonding of thin composite plates on the beam
exposed faces and wrapping of the beams with composites at the
damaged region [18]. Radford et al. [2] proposed a repair method-
ology for slender wood beams damaged by a longitudinal crack
along their length. Steel nails or GFRP pultruded rods were adhe-
sively-bonded through the beams thickness. The suitability of this
technique was checked with scaled tests, being the number of rods
and respective loci the investigated parameters. The GFRP rods
were found to be more effective than the steel ones in restoring
the stiffness and strength of the undamaged beams. The works of
Lopez-Anido et al. [19,20] describe a repair technique for decayed
underwater wood piles. The proposed method consists on the
application of a composite shield around the wood pile to enclose
its deteriorated portion. Following, the region in-between is ﬁlled
with a grouting material to transmit the pile loads to the shield.
The feasibility of the proposed repair methodology was demon-
strated with artiﬁcially damaged full-size specimens. Results
showed that the full recovery of the piles undamaged strength
can be achieved with this technique.
In this work, an experimental and numerical study was per-
formed on the repair of wood beams of the Pinus Pinaster species
with adhesively-bonded patches, after sustaining damage by
cross-grain failure. This mechanism is characterized by a tensile
fracture at a small angle to the beams longitudinal axis, due to a
small misalignment between the wood ﬁbres and the beam axis
[2,21]. This can occur in large-scale in a wood member when trees
that have grown spirally or with a pronounced taper are cut for
lumber. Cross-graining drastically reduces the tensile strength of
wood, typically leading to abrupt and early bending failures [22–
24]. Three patch lengths (LP) were tested under 4 PB. The proposed
Finite Element (FE) methodology aims the reduction of time and
cost associated to extensive experimentation, otherwise necessary
for the widespread use of these repairs, since no accurate predic-
tive tools are yet available to the designer for adhesively-bonded
wood repairs. The FE simulations include the possibility of cohe-
sive fracture of the adhesive layer, failure within the wood beam
through different propagation planes and interlaminar failure of
the patch. Cohesive zone models (CZM’s) were employed to simu-
late these fractures, whose properties were estimated either by an
inverse method or from literature data.2. Cohesive zone model
2.1. Model description
A mixed-mode (I + II) CZM implemented within interface ﬁnite
elements was used to simulate an adhesive layer of Araldite 2015
with thickness (tA) of 0.2 mm. A trapezoidal law between stresses
(r) and relative displacements (dr) between homologous points
of the interface elements with zero thickness was considered
(Fig. 1), to account for the adhesive ductility [25–27]. The homolo-
gous points correspond to the initially superimposed points of the
interface elements in the numerical model, which are connected by
the mixed-mode CZM of Fig. 1. The trapezoidal law was also used
with some modiﬁcations to simulate the wood and patch fractures.The formulation allows a mixed-mode behaviour, in which damage
onset is predicted using the quadratic stress criterion:
rI
ru;I
 2
þ rIIru;II
 2
¼ 1 if rI > 0;
rII ¼ ru;II if rI 6 0;
ð1Þ
where ri (i = I, II) represents the current stress in each mode and ru,i
(i = I, II) the corresponding local strength. The ﬁrst Eq. (1) can be
rewritten as a function of the relative displacements:
d1m;I
d1;I
 2
þ d1m;II
d1;II
 2
¼ 1: ð2Þ
d1,i (i = I, II) are the pure-mode relative displacements at damage
initiation and d1m,i (i = I, II) the corresponding mixed-mode ones.
Stress softening onset was predicted using a criterion similar to (2)
d2m;I
d2;I
 2
þ d2m;II
d2;II
 2
¼ 1: ð3Þ
d2,i (i = I, II) are the relative displacements in pure-mode at stress
softening onset and d2m,i (i = I, II) the corresponding mixed-mode
ones. Crack growth was simulated by the linear energetic criterion
JI
JIc
þ JII
JIIc
¼ 1: ð4Þ
Jic (i = I, II) is the fracture energy in the respective pure mode. When
the equality of Eq. (4) is achieved at a given integration point dam-
age grows and stresses are released, with the exception of normal
compressive ones. A detailed description of this model can be found
in the work of Campilho et al. [28].
2.2. Cohesive parameters
The presented mixed-mode CZM was used to simulate a tA = 0.2
mm layer of Araldite 2015. The adhesive layer elastic stiffness in
tension and shear (up to d1,i, Fig. 1) is deﬁned from the experimen-
tally measured values of Young’s modulus (E = 1850 MPa) and
shear modulus (G = 650 MPa) [29], as detailed in the work of
Campilho et al. [28]. In the present work, the cohesive laws of
the adhesive layer in pure modes I and II were estimated by Double
Cantilever Beam (DCB) (mode I) and End-Notched Flexure (ENF)
(mode II) tests using an inverse data ﬁtting procedure [30–32]. This
course of action is supported by the typically varying mechanical
properties of adhesive layers with tA, diverging also to the adhesive
bulk properties [25]. This is due to the inﬂuence of the surrounding
adherends on the height and extension of the Fracture Process
Zone (FPZ). Actually, in adhesive layers, the FPZ height is naturally
conﬁned by tA, but its length extends much longer ahead of the
Table 1
Cohesive parameters in pure modes I and II used to simulate different failures.
Cohesive laws Jic (N/mm) rU,i (MPa) d2,i (mm) dU,i (mm)
Adhesive layer I 0.43 23.0 0.0187 0.021
II 4.70 22.8 0.1710 0.248
CFRP interlaminar I 0.33 25.0 2.5  105 0.026
II 0.79 13.5 1.4  105 0.117
Wood in the RL plane I 0.2 16 1.6  105 0.025
II 1.2 16 1.6  105 0.150
Wood in the LR plane I 25 65 6.5  105 0.77
II 1.2 16 1.6  105 0.15crack tip than in bulk adhesives. [25–27]. Failure within the wood
(Fig. 2) in the RL plane (horizontal longitudinal plane of the beam)
and in the LR plane (cross-sectional plane of the beam) is also con-
sidered in the FE models, to simulate the experimental fracture
events. The cohesive parameters for an RL fracture were estab-
lished from previous works [33,34]. The LR parameters were esti-
mated from typical values for this wood species. For the wood
and patch cohesive laws, triangular laws were considered
(d2,i = d1,i in Fig. 1), due to the absence of plasticity in these mate-
rials, and a penalty function method was used until ru,i (Fig. 1). Ta-
ble 1 details the cohesive parameters for the different fractures
[33–35].
3. Experimental work
Fig. 2 speciﬁes the geometry and test setup of the repairs. The analysis also
comprises the undamaged and unrepaired (cracked) beams, for an optimization
study. The proposed repair consists on adhesively-bonding a CFRP patch in the face
under tension to strengthen the cracked region of the beam. The characteristic
dimensions are the beam length (a = 300 mm), width (b = 20 mm) and height
(h = 20 mm), crack length projection along the L direction (LC0 = 20 mm), cross-grain
angle (ac = 15), patch thickness (tH = 0.6 mm), tA = 0.2 mm, and LP = 40, 60 and
80 mm. It should be emphasized that scaled repair geometries of small dimensions
were used to provide design principles for the proposed repair solution and to val-
idate the proposed numerical methodology. It is not guaranteed that the scaled
specimens strength is in exact proportion to the dimensions of an identical large-
scale repair, especially due to a typical larger number of defects in large-scale wood
trunks, scale effects in layered composite materials [36], and also accounting for the
different behaviour of adhesive layers depending on their thickness constraints
[37]. The 4 PB test setup assures a constant bending moment at the repaired central
region of the beam (S = 260 mm, S0 = 130 mm, dc = 10 mm, e = 20 mm). A and B rep-
resent the supporting and loading cylinders, respectively. Since the patch will expe-
rience uniaxial tension, it consists on a unidirectional lay-up with the ﬁbres aligned
along the beam length [38]. The axes 1–3 of Fig. 2 correspond to the ﬁbre, trans-
verse and thickness directions of the CFRP patch, respectively. The R, L, T coordinate
system pertains to the wood orientations (ﬁbres longitudinal direction (L), rings ra-
dial direction (R) and rings tangential direction (T)). Conditioning of the wood
beams prior to fabrication of the repairs and testing consisted on leaving the wood
specimens in a dry environment for at least 1 month, to be completely consistent
with the characterization of elastic properties performed in references [33,34]. Con-
sidering the specimens fabrication, particular attention should be paid to the cross-
grain crack. A vertical saw equipment with a 1 mm thickness High-Speed Steel saw
was used to this end, yielding an approximately 1 mm gap between the crack faces,
which was also considered in the FE simulations. For a precise cut a guiding system
was used, comprising a ruler parallel to the saw and a 15 wedge. A sharp crack tip
was afterwards produced with a 0.1 mm thickness razor blade. This blade, which
was initially centred in the 1 mm crack gap using calibrated steel bars, was used
to extend the crack up to the value of LC, measured with a digital calliper. The
patches were fabricated using CFRP prepreg (Texipreg HS 160 RM from SEAL) with
0.15 mm of ply thickness. The value of tH was selected numerically before the
experiments as the minimum value not to exceed the CFRP strength in the ﬁbres
direction. The wood and patch surfaces to be bonded were previously abraded
and cleaned with compressed air (wood) or acetone (CFRP patch). The ductile adhe-
sive Araldite 2015 was used to bond the patches, being employed 0.2 mm diame-
ter nylon ﬁshing lines as stoppers near the patch edges to produce the desired value
of tA, and a manual patch positioning method with a digital calliper for a correct
alignment. The specimens were cured at room temperature. The tests were carriedFig. 2. Schematic representation of the repair with theout in an Instron 1125 testing machine with a 100 kN load cell, at room tempera-
ture and under displacement control (2 mm/min). The values of load (P) and loading
cylinders displacement (d) were recorded at a sampling rate of ﬁve points per sec-
ond. From the 10 specimens tested for each condition, at least seven valid results
were always obtained.4. Numerical analysis
The FE simulations were performed in ABAQUS, considering
geometrical non-linearities. The wood and CFRP patches were
modelled as elastic orthotropic materials, with the following prop-
erties: wood (EL = 10.2 GPa, ER = ET = 1010 MPa, mLR = mLT = 0.342,
mRT = 0.380, GLR = 1120 MPa, GLT = 1040 MPa, GRT = 170 MPa;
[33,34]) and CFRP (E1 = 109 GPa, E2 = E3 = 8819 MPa, m12 = m13 =
0.342, m23 = 0.380, G12 = G13 = 4315 MPa, G23 = 3200 MPa [39]).
These properties were obtained either performing speciﬁc tests
or taking advantage of the available relations for orthotropic elas-
ticity. More speciﬁcally, the most important properties for the out-
come of the simulations (such as EL and mLR for the wood beam or E1
and m12 for the CFRP patch) were always obtained from experimen-
tal tests. Apart from this fact, and since there is a signiﬁcant stiff-
ness variation of wood between specimens of the same species,
the reference value of EL had to be tuned to the experimental P–d
curves, giving 10.2 GPa as the value that most accurately repre-
sented the experiments. The FE mesh was built with plane-stress
8-node rectangular and 6-node triangular solid elements. Fig. 3 re-
lates to the LP = 40 mm repair (a) and respective detail at the dam-
aged region (b). Near the cylinders, 60 elements were employed
over a length of 4 mm for a smooth sliding under load. In the re-
pairs height, two mesh sizes were applied: a more reﬁned mesh
at the tensile region comprising the cross-grain crack, with 22 ele-
ments, and a coarser mesh with ten elements at the compression
region. In the beams length, the mesh is moderately reﬁned along
the extent of the crack, since this region is not expected to be se-
verely loaded. The bonded regions at both sides of the crack were
simulated with forty elements, with bias effects for an accuratecharacteristic dimensions (a) and test setup (b).
Fig. 3. Mesh for the LP = 40 mm repair (a) and detail at the repaired region (b).
Fig. 4. Placement of the interface elements with different cohesive laws in the
numerical models.
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Fig. 5. Normalized r stress distributions in the adhesive layer as a function of LP.
0
2
4
6
8
0 0.2 0.4 0.6 0.8 1
40 60 80
τ/
τ a
v
g
L/LP
Fig. 6. Normalized s stress distributions in the adhesive layer as a function of LP.characterization of the expected peak stresses near the patch edges
[39,40]. The patch was modelled with four solid elements through
thickness. Fig. 4 shows the cohesive elements loci to simulate dif-
ferent fractures. The adhesive layer was simulated with the trape-
zoidal cohesive laws. The possibility of a patch interlaminar failure
was equated at 0.15 and 0.30 mm of the adhesive/patch interface.
Within the wood beam, the mesh was set to include cohesive ele-
ments horizontally to simulate RL failures. The experiments al-
lowed the establishment of the limit distances between these
planes and the adhesive/patch interface, deﬁned at 0.3 and
0.6 mm. In Fig. 4, failure paths A1 and A4 correspond to damage
propagation near the smaller and larger bonds, respectively, either
in the patch, adhesive or wood beam. RL damage propagations
were also considered initiating at the crack tip and growing up
to the rightmost (path A2) and leftmost (path A3) loading cylinder,
and initiating at the middle of the cross-grain crack height up to
the leftmost loading cylinder. LR failures were equated below the
loading cylinders and initiating at the crack tip. The propagation
of the cross-grain crack with its initial orientation was not ad-
dressed, since this would pertain to a very speciﬁc set of conditions
that are not satisﬁed in most fabricated repairs. In fact, these pres-
ent the wood ﬁbres almost perfectly aligned in the L direction and,
under these conditions, the induced cross-grain crack is expected
to propagate either in the RL or LR planes.5. Results
5.1. Numerical
Evaluation of the repairs initiates with an elastic stress analysis
in the adhesive layer, considering through-thickness normal stres-
ses (r; Fig. 5) and shear stresses in the RL plane of the beam (s;
Fig. 6). The main tendencies reported in this study can be extended
to the neighbouring horizontal planes in the patch and wood,despite some expected variations in the peak values [41]. r and s
stresses are normalized by savg, the average shear stress along LP
for each one of the repairs. L/LP represents the patch normalized
distance from the patch edge. r stresses are approximately nil,
excluding at the patch edges, where r peel stresses peak, and at
the crack gap, which shows a compressive singularity. r stresses
are usually signiﬁcantly smaller in magnitude than s stresses along
the bond length. s stresses peak near the patch edges, gradually
increasing up to those regions. The bond regions outside the wood
spike (approximately 0 < L/LP < 0.25 and 0.75 < L/LP < 1) assure the
load transfer at the tension regions, leaving the weakened wood
spike region practically unloaded. With the increase of LP, r com-
pressive stresses diminish at the bond gap and increase near the
patch edges. The smallest value of LP yields signiﬁcantly higher
magnitude s stresses at the smaller bond overloading this region,
which may cause a premature failure. Increasing LP gradually can-
cels this effect, as s stresses level between the two bonds. This
analysis points to an increase of the maximum load (Pm) with LP,
based on the increase of the shear area available to deviate loads
from the cracked region to the sane portions of the beam, and
due to the levelling of s stresses between the two bonds.
The numerical fractures, which revealed to be consistent with
the test results presented in the following section, are also charac-
terized. The undamaged beams showed a LR pure tension fracture
below the loading cylinders. Damage in the unrepaired beam initi-
ated at the tip of the cross-grain crack, growing horizontally as an
RL fracture along path A2 (event UNR1). This led to a small drop of
P, which then continued to increase as the RL crack propagated. Pm
occurred after this crack approached the loading cylinder, by
instantaneous failure at path A3 (event UNR2; Fig. 7a). Final frac-
ture for the unrepaired beam, and also for the subsequent repairs,
occurred by a vertical LR failure initiating at the cross-graining
crack tip (event UNR3). Since this fracture occurred subsequently
to Pm and at a very reduced value of P, it will be omitted in the fol-
lowing numerical and experimental fracture descriptions. The FE
simulation of the LP = 40 mm repair (Fig. 7b and c) showed a linear
behaviour up to Pm (event LP1), occurring due to simultaneous RLFig. 7. Numerical failures: along paths A2 and A3 for the unrepaired beam (a), along path
along paths A1, A2 and A3 for the LP = 80 mm repair (d).
Fig. 8. Experimental failures: vertically in the LR plane below the loading cylinder for an
paths A1, A2 and A3 for the LP = 40 mm (c) and LP = 80 mm (d) repairs.failures in the wood at path A1 at 0.3 mm of the adhesive layer
and at path A2. At this instant, Pm dropped abruptly while the crack
at path A2 continued to grow. Fracture at path A1 is related to the
smaller length of this bond, causing higher stresses than at the
opposite bond (Figs. 5 and 6). This is more evident for the smallest
value of LP. Subsequently, the repair failed abruptly at path A3
(event LP2). It must be mentioned that, at the time of the initial
wood failure at path A1, most of the adhesive layer cohesive ele-
ments were already in the softening stage (di > d1m,i in Fig. 1),
implying that small variations in the repair constituents properties
could result on a cohesive failure of the adhesive layer. The LP = 60
and 80 mm (Fig. 7d) repairs failed concurrently at paths A1 (in the
wood at 0.3 mm of the adhesive layer), A2 and A3.
5.2. Experimental
The experimental damage events are described in this section.
The undamaged wood beam attained experimentally Pm by a pure
tension LR fracture below the loading cylinders (Fig. 8a). RL crack
propagation followed under residual loads. For the unrepaired
beams, damage initiated by a RL propagation along path A2 (event
UNR1), causing only a reduction of stiffness. Damage continued to
grow steadily up to Pm, occurring due to RL fractures at paths A2
and A3 (Fig. 8b), instantaneously up to near the loading cylinders
(event UNR2). In the LP = 40 mm repairs, damage initiated with
simultaneous RL failures at paths A1 (in the wood at 0.3 mm of
the adhesive layer) and A2, causing a drop of Pm (event LP1). After-s A1, A2 and A3 for the LP = 40 mm repair (b) and respective detail at path A1 (c), and
undamaged beam (a), along paths A2 and A3 for an unrepaired beam (b), and along
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]wards, a RL failure at path A3 occurred (event LP2; Fig. 8c). The ob-
served fracture at path A1 within the wood beam denotes a weaker
strength compared to the adhesive layer and respective interfaces.
Failure in the LP = 60 and 80 mm (Fig. 8d) repairs occurred simulta-
neous at paths A1 (in the wood at 0.3 mm of the adhesive layer), A2
and A3. Up to Pm, no evidence of damage was found. Fracture at
paths A1, A2 and A3 always occurred concurrently, owing to the
bigger values of Pm than for the previous repair, caused by a larger
shear resistant area.
5.3. Experimental/numerical comparison
Figs. 9 and 10 compare the experimental and numerical P–d
curves for two of the tested conditions. The unrepaired beam
(Fig. 9) revealed numerically a drop of P owing to damage initiation
at the tip of the cross-graining crack, which is clearly visible at
d  1.8 mm and is within the range of the experiments (event
UNR1). The numerical value of Pm, caused by an abrupt RL failure
at path A3 (event UNR2), overpredicted the experiments for most
of the specimens. After the drop of Pm, P increased up to complete
failure, by tension above the cross-grain crack tip (event UNR3).
Fig. 10, representing the LP = 40 mm repair, displays a nearly linear
numerical P–d curve up to Pm (event LP1; d  4 mm), which agreed
with the average of the experiments. As already discussed, the va-
lue of Pm is related to simultaneous RL failures in the wood beam at
paths A1 and A2. The repair still sustained loads up to fracture at
path A3 (event LP2).
Figs. 11 and 12 evaluate the experimental and FE results, in
terms of elastic stiffness (K) and Pm, respectively, as functions of0
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Fig. 10. Experimental and numerical P–d curves for the LP = 40 mm repair.
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Fig. 12. Pm as a function of LP. Experimental results, numerical predictions and
respective tendency as a function of LP.LP (LP = 0 mm corresponds to the unrepaired beam). K is deﬁned
as the P/d quotient in the initial part of the P–d curve. The FE pre-
dictions of K were in close agreement with the tests, although in
most cases the average experimental values of K were slightly
underpredicted. The increasing tendency of K with LP can be ex-
plained by the corresponding increase of the adhesive shear area
[19]. The correlations between the experimental and the FE values
of Pm were also accurate The cross-graining crack led to a drop on
Pm of slightly more than 50%. Repairing resulted on an approxi-
mately proportional increase of Pm with LP, although at a decreas-
ing rate. Given that in these repairs Pm is governed by wood failure
at path A1, it can be concluded that the increasing magnitude of r
and s peak stresses with LP at the patch edge at x/LP = 1 is respon-
sible for this non-proportional behaviour with LP. Figs. 5 and 6,
although not relating to stresses within the wood, exemplify this
tendency. The LP = 80 mm repair allows the re-establishment of
the undamaged beam strength. The slightly smaller FE value of
Pm justiﬁes the numerical failure at the repaired region (Fig. 7d),
rather than vertically below the loading cylinders. However, imme-
diately before fracture, this failure mechanism was imminent, and
would occur if Pm reached the undamaged beam value (which
failed vertically below the loading cylinders).
6. Concluding remarks
A repair technique for wood beams of the Pinus Pinaster species
damaged by cross-graining was evaluated experimentally and
numerically under four-point bending. The repair procedure con-
sisted on adhesively-bonding a carbon–epoxy patch at the weak-
ened region considering three patch lengths. In this work, a
numerical technique was employed to simulate these repairs,
including the possibility of cohesive fracture of the adhesive layer,
failure within the wood beam in different planes, and patch inter-
laminar failure. Cohesive zone modelling was employed to model
these fractures, whose properties were obtained either by an in-
verse method or from literature data. Concerning the failure
modes, even though several failure paths were introduced in the
numerical models, these managed to reproduce the experimental
failure mode accurately for all the conditions tested. These results,
together with the accurate failure load predictions, validate the
methodology proposed, opening a good perspective for the reduc-
tion of costs due to extensive experimentation. This technique can
be easily applicable as well to different repair geometries or mate-
rials, given that the respective cohesive properties are previously
characterized. Design principles were also proposed to execute re-
pairs on wood members damaged by cross-graining, which should
not be separated from the speciﬁc set of conditions selected for the
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